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STANDARD INSTALLATION DETAILS

@ Position the ITB hanger onto the
face of the supporting I-joist,
ensuring the bottom flanges are
tight up against the underside of
the bottom chord.

SUPPORNG A
1-JOIST FLANGES ITB HANGER

@ Fill all face round and obround
holes with 3.75 x 30mm square
twist nails.

Flatten the open top flanges to
the top chord of the supporting
I-joist and fill round holes with
3.75 x 30mm nails.

Install 3.75 x 30mm nails into
the holes within the bottom
flanges.

SUPPORNG FILL ALL ROUND AND
1-JOIST OBROUND HOLES WITH

3.75 x 30mm NAILS

® Sit the carried joist into the ITB
hanger and install 3.75 x 30mm
nails through the angled PAN
nail holes into the joist.
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ENHANCED INSTALLATION DETAILS

@ Fit backer blocks into the web of
the I-joist header, ensuring they
are installed in accordance with the
manufacturers recommendations
and are tight to the underside of
the top chord.

gégﬁng%LOCKS Position the ITB hanger onto the

FORENHANCED  face of the supporting I-joist,

DOWNLOADONLY 6 ysuring the bottom flanges are
tight up against the underside of

the the bottom chord.

SUPPORTING \
1-JOIST FLANGES ITB HANGER

@ Fill all face holes with 3.75
30mm square twist nails.
(14 in total)

Flatten the hangers open top
flanges to the top chord of the
supporting I-joist and fill round
BACKER BLOCKS holes with 3.75 x 30mm nails.

REQUIRED
FOR ENHANCED
FILL ALL HOLES DOWNLOAD ONLY Install 3.75 x 30mm nails into
SUPPORTING WITH 3.75 x 30mm NAILS the h0|BS Within the bottom

I-JOIST
flanges.

® Sit the carried joist into the ITB
hanger and install 3.75 x 30mm
nails through the angled PAN nail
holes into the joist.

For Enhanced Uplift fill all joist
triangular nail holes with

3.75 x 30mm nails. 01827 255 600
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