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HANGER SAFE WORKING LOADS
Dimension (mm) Safe Working Loads (kN)
1UBS Fasteners
Model Installation . Long | Short
No. Height ~ Width 'T'gr"lg MTe:::l“‘ Term  Term
Header = Joist Uplift  Uplift
195 Min | 75 Min Standard
1UBS(H)/(W) 295 Max| 100 Max | (3.75mm x 30mm) 10 1 530 | 615 0.60 0.70
195 Min | 75 Min SDS
1UBS(H)/(W) (1)=sbstrax212 | 4() | 3@ | 720 | 825 | 060  0.70
295 Max| 100 Max | (2) = 3.75mm x 30mm

HANGER CHARACTERISTIC CAPACITIES

Dimension (mm) Characteristic

Capacity (kN)
1UBS Fasteners
Model Installation
No. Height | Width Up | Down
Header | Joist
195 Min | 75 Min Standard
1UBS(H)/(W) 295 Max| 100 Max | (3-75mm x 30mm) 10 1 1.40 | 12.72
195 Min | 75 Min SDS
1UBS(H)/(W) ()=spst/axz21/2 | 40 1 3@ | 140 | 1718

295 Max | 100 Max | (2) = 3.75mm x 30mm

s 3.75mm x 30mm refers to a galvanised square twist nail.
s Standard installation SWLs refer to I-Joist without backer blocks.
s All bearing lengths are 63mm.

IUBS HANGERS FOR METAL WEB JOISTS

SISz g, em

195/72 IUBS195/75 N

218/72 IUBS215/75 Y

254/72 IUBS249/75 Y

304/72 IUBS295/75 Y

195/97 IUBS195/100 N

218/97 IUBS215/100 Y

254/97 1UBS249/100 Y 01827 255 600
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Standard Installation Details

Stage 1
Install the back plate onto the

header in the required position.
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Stage 2
Secure the back plate

(inside angle) with the
specified nails.
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Stage 3
Adjust the angle of the

back plate (if different from

45) to suit the required angle. i. 5 5
Use either adjustable set " e
square or the guide tables n } n 5 Tg
shown below: NSL >

=

Bend one time only.
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100mm BACKPLATE A
Skew Angle = Distance ‘/ ¢
w i I L
| i S 01827 255 600
22.5 190 www.strongtie.co.uk
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Standard Installation Details

Stage 4
Secure the obtuse side of the

back plate onto the header
with all the specified nails,
ensuring the face of the back
plate is tight against the
header.

Stage 5
Offer the stirrup to the back plate

ensuring it is located on the
correct side (which can be either
left or right hand side). Once all
of the hooks (on the back plate)
are clearly through the apertures
(on stirrup) slide in a downward
direction ensuring all hooks
engage onto the stirrup and click
into position.

Stage 6

Locate the floor joist into the
stirrup ensuring the joist is set
tight to the back of the stirrup.
The joist should be secured into
the stirrup with all specified nails
on the open face of the stirrup.

(Note: For enhanced uplift use
SDS1/4 x 2 1/2 screws.)
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